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Section 07311


Asphalt Shingle Roofing on

1999-09-23
Uninsulated Wood Deck

Use this Section to specify requirements for "triple tab" and "low slope" type strip shingle roofing on uninsulated wood decks. 

Always use this Section in conjunction with Section 07625, Flashing and Rainwater Goods For Steep Roofs.
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ROOF SLOPES AND SHINGLE TYPES

This Section reflects recommendations in the Manual on Good Roofing Practice and Accepted Roofing Systems, published by the Alberta Roofing Contractors Association (ARCA). These recommendations, related to roof slope, include the following:

Roof Slope
Shingle Type
1:3 and steeper
Triple tab

1:6 to less than 1:3
Low slope (see alternative below)

Shallower than 1:6:
None.  Do not use shingles. 

Notwithstanding that triple tab shingle manufacturers offer long term warranties on this type of product (but not leakage) applied to low roof slopes, the ARCA does not support this type of application. The ARCA does not offer a Certificate of Assurance for steep roofing.

ALTERNATIVE ROOFING FOR LOW SLOPES (1:6 TO LESS THAN 1:3)

Normally, for buildings owned or operated by Alberta Infrastructure, do not specify shingle roofing for roof slopes that are 1:6 to less than 1:3, unless existing roofing is shingles, and for appearance reasons it is preferred to continue with shingles.  Except for such cases, normally specify a modified bituminous membrane (MBM) application, using Basic Master Specification Sections 07505 - Bituminous Membrane Roofing General Requirements, and 07550 - Modified Bituminous Membrane Roofing. Where the MBM will be visible and appearance is a concern, seam orientation and locations and asphalt bleed-out at the seams can be specified and indicated on drawings. Proper application minimizes wrinkles.

While a two ply MBM costs approximately 50% more than a low slope shingle application, even a single ply MBM is expected to last 100% longer. A single ply membrane is feasible, provided the substrate, and especially substrate joints, are properly prepared prior to torch application to minimize fire hazard.  Torch application is not recommended for occupied residential buildings. 

SHINGLE WARRANTIES

Shingles are typically rated according to manufacturers' pro-rated warranties.  These warranties are not against leakage or deformation, but provide an indication of expected shingle “integrity”. Warranties are accepted for shingles as supplementary to the requirements of the referenced standards. Triple tab shingles are typically warranted for 15, 20, 25, 30 and 35 years. Low slope shingles are typically limited to a 12 year pro-rated warranty. 

referenced Standards

Standards referenced in this Section are available for viewing in the Technical Resources and Standards Division Library, Alberta Infrastructure, 3rd Floor, 6950 - 113 Street, Edmonton; Telephone: (780) 427-7924. 

1.
General

1.1
RELATED SECTIONS

.1
Flashing reglets:
Section 04200.

.2
Wood blocking, curbs and deck:
Section 06100.

.3
Flashings and Rainwater Goods For Steep Roofs:
Section 07625.

.4
Plastic skylights:
Section 08621.

.5
Lead flashing to plumbing vents:
Section 15060.

1.2
DETAIL DRAWINGS

.1
The following detail drawing is appended and forms part of this Section:
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1.3
INSPECTION BY MINISTER

.1
Minister will perform and pay for inspection of completed roofing and related work.

.2
Notify Minister of commencement of work of this Section and provide a schedule for the Work of this Section.

.3
Contractor shall accompany Minister during inspection.

1.4
DELIVERY, STORAGE AND HANDLING

.1
Deliver materials to job site, handle and store in original packages and containers with manufacturer's seals and labels intact. Manufacturer's name, brand, mass, specification number, and lot number shall be shown on labels.

.2
Store materials in weatherproof shelters having floors which will protect materials from moisture.  Store roll materials on end.  Avoid prolonged exposure of light or heat sensitive materials to sunlight.

.3
In the event of materials damage by the elements, improper handling or other causes, such materials will be rejected, and shall be replaced with no change in Contract Price.  Remove rejected materials promptly from the site.

2.
Products

2.1
Products, generally

.1
Materials shall meet or exceed requirements and recommendations of the following:

.1
For Slopes 1:3 and Steeper: CAN/CSA‑A123.51‑M85(R1992), Asphalt Shingle Application on Roof Slopes 1:3 and Steeper.

.2
For Slopes 1:6 to Less than 1:3: CAN/CSA‑A123.52‑M85(R1992), Asphalt Shingle Application on Roof Slopes 1:6 to Less than 1:3.
.2
Instead of the products required or recommended for eave protection/flashing in the above CAN/CSA standards, Contractor may use self-adhering modified bituminous membrane (MBM), glass-fibre reinforced, listed as an approved material in the Manual on Good Roofing Practice and Accepted Roofing Systems, published by the Alberta Roofing Contractor’s Association Ltd.

2.2
Asphalt shingles

.1
Type:  [triple tab strip shingle] [and] [low slope strip shingle] to CSA 123.1 (R1992), Asphalt Shingles surfaced with mineral Granules.

.2
Colour:  [        ] [will be selected by Minister from manufacturer's range for product type specified].

SPEC NOTE:  Select shingle type.  Refer to Data Sheet ‑ General for correct usage.  If both types are required, specify types and locations in Schedule at end of Section.

.3
Manufacturer's Product Rating:  

.1
Triple Tab Strip Shingles: [12] [20] [25] [  ] years.

.2
Low Slope Strip Shingles: 12 years.

SPEC NOTE:  Shingle appearance may vary considerably with ratings specified. Normally specify minimum 20 year rating for triple tab shingles; review product availability across manufacturers when specifying other than 20 year rating. Low slope shingles typically are not warranted beyond 12 years, pro-rated and are available in only two or three colours. 

3.
Execution

3.1
Installation, generally

.1
Installation shall meet or exceed requirements and recommendations of the following:

.1
For Slopes 1:3 and Steeper: CAN/CSA‑A123.51‑M85(R1992), Asphalt Shingle Application on Roof Slopes 1:3 and Steeper.

.2
For Slopes 1:6 to Less than 1:3: CAN/CSA‑A123.52‑M85(R1992), Asphalt Shingle Application on Roof Slopes 1:6 to Less than 1:3.
3.2
VERIFICATION OF CONDITIONS

.1
Examine all surfaces to receive roofing.

.2
Verify that deck surface is firm and dry, without ridges, warps or voids, and properly fastened to the supporting structure.

.3
Notify Minister of surfaces unacceptable to receive the work of this Section.

3.3
substrate preparation

.1
Provide minimum 38 mm thick by 250 mm high vertical wood curbs at penetrations except pre-flashed attic vents, plumbing vents and masonry chimneys.  

.2
At penetrations over 600 mm wide, provide upslope splitters/saddles, using roof decking material, or provide curbs set diagonally to the slope.

.3
[On existing decks, remove loose nails and re-nail deck where required.]

3.4
APPLICATION OF eave and angle PROTECTION/flashing

SPEC NOTE: Eave protection is not required for roofs over unheated structures and where roof overhangs are greater than 900 mm, measured horizontally from the eave to the inner face of exterior wall below.

.1
Provide eave protection for roofs on heated building having roof overhangs projecting out up to 900 mm from the inner face of exterior walls. Extend protection from eave up roof to minimum 600 mm horizontally from inside face of exterior walls.

.2
Apply eave and angle protection, as indicated on appended detail drawing 07311.1 and as follows:

.1
Penetrations, Upstands and Curbs: one metre width protection around penetrations. Continue minimum 250 mm up curbs. Apply shingle fashion under and over underlayment, as applicable.

.2
Valleys: from eave up to ridge, 1800 mm wide, centred on valleys.

.3
Application of MBM Membrane as eave protection:

.1
Apply to manufacturer’s recommendations.

.2
Side Laps: 100 mm.

.3
End Laps: 150 mm.

3.5
shingle APPLICATION

.1
Use triple tab shingles for slopes 1:3 and steeper.

.2
[Use low slope shingles for slopes 1:6 to less than 1:3.]

SPEC NOTE:  Refer to Data Sheet for recommendations on alternative to low slope shingles.

.3
Use roofing nails only. Do not use staples.

.4
Project shingles 25-30 mm beyond face of eave edge flashing and 10-15 mm beyond face of rake edge flashing.  Make projections even and consistent.

.5
Provide dab of plastic cement both sides of ridge shingles.

.6
Provide closed, woven shingling across valleys. 

3.6
PROTECTION OF completed WORK

.1
Protect installed work and materials.

.2
Place protection to the requirements and satisfaction of this Section before performing the work of other Sections that may damage work of this Section.

3.7
SCHEDULE

SPEC NOTE:  If more than one shingle type is required on project, include this schedule to locate shingle types. Refer to Data Sheet for recommendations on alternative to low slope shingles.

Location


Roof Slope
Shingle Type

[                        ]
1:3 and steeper
Triple tab strip shingle



[                        ]
1:6 to less than 1:3
Low slope strip shingle



END OF SECTION

BMS Basic Master Specification


Alberta Infrastructure

Master Specification System
Page 0


