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Contractor Information

	Contractor’s Name

	

	Address

	

	City or Town
	Province
	Postal Code

	
	
	


Submit Report to

	Facility Manager’ Name

	

	Alberta Infrastructure and Transportation

	Property and Supply Management Division


Property Information

	Description of Property

	

	

	

	Address

	

	City or Town
	Province
	Postal Code

	
	
	


Overhead Door Information

	Overhead Door Number:
	

	Powered or Manual:
	


Inspection Information

	Inspected by:
	

	Date of Inspection:
	

	Minister’s Representative:
	


	Component
	Needs Repair or Replacement
	Comments

	
	Yes
	No
	

	Visible Finishes
	
	
	

	
	
	
	

	
	
	
	

	Individual Door Panels and Hinges
	
	
	

	
	
	
	

	
	
	
	

	Window Panels
	
	
	

	
	
	
	

	
	
	
	

	Weatherstripping
	
	
	

	
	
	
	

	
	
	
	

	Tracks
	
	
	

	
	
	
	

	
	
	
	

	Roller (maximum) side clearance: 19 mm)
	
	
	

	
	
	
	

	
	
	
	

	Lifting Handles and Pull Ropes
	
	
	

	
	
	
	

	
	
	
	

	Torsion Springs / Counterbalances
	
	
	

	
	
	
	

	
	
	
	

	Motors
	
	
	

	
	
	
	

	
	
	
	

	Controller Units
	
	
	

	
	
	
	

	
	
	
	

	Push Button Stations
	
	
	

	
	
	
	

	
	
	
	


	Component
	Needs Repair or Replacement
	Comments

	
	Yes
	No
	

	Relays
	
	
	

	
	
	
	

	
	
	
	

	Automatic Reversing Control
	
	
	

	
	
	
	

	
	
	
	

	Chain Hoists / Pull Ropes
	
	
	

	
	
	
	

	
	
	
	

	Solonoid Brake
	
	
	

	
	
	
	

	
	
	
	

	Friction Clutch
	
	
	

	
	
	
	

	
	
	
	

	Photo Cell
	
	
	

	
	
	
	

	
	
	
	

	Treadle Hose
	
	
	

	
	
	
	

	
	
	
	

	Man Door Hardware
	
	
	

	
	
	
	

	
	
	
	

	Overhead Door Locking Devices
	
	
	

	
	
	
	

	
	
	
	

	Other Electrical Components
	
	
	

	
	
	
	

	
	
	
	

	Door / Door Frame: Square, level, tight fit
	
	
	

	
	
	
	

	
	
	
	


	Component
	Needs Repair or Replacement
	Comments

	
	Yes
	No
	

	Travel Limit cam set-screws
	
	
	

	
	
	
	

	
	
	
	

	Reversing System
	
	
	

	
	
	
	

	
	
	
	

	Motor Current Draw
	
	
	

	
	
	
	

	
	
	
	

	Welded and bolted connections to building structure
	
	
	

	
	
	
	

	
	
	
	

	Belt wear
	
	
	

	
	
	
	

	
	
	
	

	Cable Assemblies
	
	
	

	
	
	
	

	
	
	
	

	Cable Fraying
	
	
	

	
	
	
	

	
	
	
	

	Cable Drums (loose set-screws and cotter keys)
	
	
	

	
	
	
	

	
	
	
	

	Cables running in drum threads
	
	
	

	
	
	
	

	
	
	
	

	Manual chain hoist including throw-out arm
	
	
	

	
	
	
	

	
	
	
	

	Door opener cams (loose set-screws)
	
	
	

	
	
	
	

	
	
	
	


	Component
	Needs Repair or Replacement
	Comments

	
	Yes
	No
	

	Spring loaded door bumper (level/square)
	
	
	

	
	
	
	

	
	
	
	

	Drive chain alignment (Control unit and sprockets)
	
	
	

	
	
	
	

	
	
	
	

	Drive sprocket, control unit set-screws
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